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ISO SEAL THERMAL ROOFCOATING
MADE IN DENMARK EXCLUSIVELY
FOR THE BRITISH CLIMATE

www.energycoatings.org.uk



Fully certified insulating roof coating
Proven insulating properties

ISO 9001 quality control certified

ISO 14001 environmental control certified

1ISO SEAL

PROFESSIONAL

Iso Seal Thermal is a special roof coating with unique properties used to insulate
roof tiles. Iso Seal Thermal is based on Thermo-Stabilising binding agents with high
adhesive power and U.V. stabilisers and the latest generation of special insulating
ceramic pigments used in the space industry for heat proof and insulating coatings.

1ISO SEAL

PROFESSIONAL
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Values is 0.038 watts is 0.119 watts

per mtr Kelvin per mtr Kelvin

Testing results from the Danish Technological Institute

Certified

How we meet and exceed norms

R4 Adhesive strength in accordance with
DIN EN ISO 4624

R Elongation at tear/tensile strength
in accordance with DIN 53 504

R Water vapour permeability in accordance

comparative to loft insulation P LA St

% Water permeability in accordance
with DIN EN ISO 1062-3

Colour availability

Red Brown Dark Brown Anthracite Grey Winter Green Mocha

fY% Short and outdoor weathering exposure
in accordance with DIN EN ISO 4892-3,
DIN 53 166 and DIN EN ISO 2810
No change in durability and negligible
changes in shine and colour.

kY% Resistance against flying embers, sparks and
radiating heat in accordance DIN 4102 Part 7

Continuous testing
and development

Isonit meets and exceeds norms for protection

against UV radiation, pollution and temperature
deviation on the roof.

Iso Paint Nordic will continuously test and
develop Isonit and the rest of our coating

solutions in close coorporation with leading
laboratories in Europe.

(" For more information on this innovative energy saving product please call A

0161 763 7007

or visit us online at
www.energycoatings.org.uk or www.roofcoating.org.uk
g E-Mail enquiries@combicolor.co.uk or sales@combicolor.co.uk y
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The sole UK stockist and distributor
for Iso Seal and IsoNit roof coatings

Unit 37 * Peel Industrial Estate ®* Chamberhall Street
Bury * Lancashire * BL9 OLU




